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Analysis of a Ferroresonant Circuit Using Bifurcation
Theory and Continuation Techniques
Frank Wörnle, David K. Harrison, and Chengke Zhou
Abstract—In this contribution, the analysis of the dynamics of a
ferroresonant circuit are presented using continuation techniques
and bifurcation theory. Despite its great simplicity, this circuit
can assume a diverse range of steady-state regimes including
fundamental and subharmonic ferroresonance, quasiperiodic os-
cillations, and chaos. The system dynamics are explored through
the continuation of periodic solutions of the associated circuit
equations. A detailed picture is drawn of various transitions
between the individual periodic steady-state regimes of the circuit.
Bifurcation points are computed, revealing a clearly defined suc-
cession of periodic steady-state regimes, including the Feigenbaum
route to chaos through a cascade of period doublings. The analysis
presented is performed using the freely available software package
XPPAUT. The contribution of this paper is to provide a detailed
description of how to define the circuit equations in XPPAUT and
how to conduct the interactive bifurcation analysis. The proposed
approach is shown to be both computationally efficient and robust,
as it eliminates the need for numerically critical and long lasting
transient simulations.
Index Terms—Bifurcation, continuation, ferroresonance,
XPPAUT.
I. INTRODUCTION
I N power-distribution networks, ferroresonance can occurwhen a de-energized phase of a transformer is suddenly en-
ergized through one of the neighboring phases. The equivalent
circuit diagram is that of a nonlinear series resonance circuit as
shown in Fig. 1. The resistive losses of the line and winding of
the transformer are modeled by the series resistor while the
core losses (hysteresis, eddy currents) are collected in ; the
magnetic flux is denoted by and C represents the capacitance
between the energizing and the de-energized phase.
The phenomenon of ferroresonance has been the focus of
many investigations [1]–[4]. The term “ferroresonance” collec-
tively describes a class of nonlinear effects which are caused by
magnetic saturation. Initially restricted to periodic oscillations
(fundamental and subharmonic ferroresonance), the spectrum
of ferroresonant phenomena has been extended to include ape-
riodic steady-state regimes, such as quasiperiodicity and chaos.
The commonly adopted technique of brute-force integration
is limited to the investigation of asymptotically stable steady
states. To explore both stable and unstable periodic orbits (SPO
and UPO), additional geometric properties of the differential
equations have to be considered [5]. A suitable framework is
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Fig. 1. Standard ferroresonant circuit highlighting the main elements.
given by bifurcation theory, a branch of applied mathematics
concerned with the structural stability of ordinary differential
equations under the variation of one or more parameters.
The present contribution demonstrates how results obtained
from bifurcation theory can be applied to the analysis of the
ferroresonant circuit shown in Fig. 1. Bifurcation diagrams are
computed for the magnetic flux as a function of the applied
supply voltage amplitude . The analysis is carried out using
the freely available software package XPPAUT [6]. This soft-
ware package combines Bard Ermentrout’s phase plane explorer
XPP [7] with the popular continuation package AUTO [8]. The
results presented confirm the excellent suitability of this soft-
ware for the numerical analysis of nonlinear dynamic systems.
II. CONTINUATION TECHNIQUES AND BIFURCATION THEORY
The principle of continuation is a mathematical technique in
which the path of an established solution of a system of equa-
tions is followed around parameter space when a control param-
eter is varied [9]. The solution branch thus established can then
be examined for special bifurcation points, at which a qualitative
change of the preceding solution type can be observed. In dy-
namic systems, these qualitative changes frequently come in se-
quences: a stationary state is replaced by regular motion which
can develop into irregular motion. The transition from regular to
irregular motion is often related to the onset of chaos. Tracing
the solution branches and detecting the bifurcation points, an
accurate portrait can be drawn for the dynamics of the system.
All continuation techniques are based on the fundamental as-
sumption that the solutions of an ordinary differential equation
(ODE) vary continuously with the initial conditions and the
parameters of the ODE. Implementing a predictor–corrector
scheme, a continuation algorithm can trace the path of an
already established solution as the parameters are varied. This
extrapolation appears to pull the solutions along an invisible
path, thereby forming the corresponding solution branch. At
intersections, where a solution generates two different solu-
tion branches, the algorithm can either resume continuation
of the prevailing branch or perform branch switching to the
intersecting branch.
0885-8977/$20.00 © 2005 IEEE
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Fig. 2. Principle of arc-length continuation.
Fig. 3. Three scenarios for the loss of stability of a solution: (a) Fold
bifurcation. (b) Flip bifurcation. (c) Secondary Hopf bifurcation.
Fig. 2 illustrates the principle of arc-length continuation. De-
noting the system parameter by and the n-dimensional state
vector by , a particular solution can be expressed by the -di-
mensional (1-D) vector . The index denotes the th
solution of the ongoing continuation process. The predictor de-
termines a likely neighboring solution by linear extrapolation of
the established solution branch in the direction of the tangent
vector of the current solution. The predicted state
is then corrected to the true solution using an itera-
tive algorithm such as the gradient descending Newton–Raphson
method (small circles in Fig. 2). As this corrector is independent
of the system dynamics, the continuation method is able to con-
verge to solutions irrespective of their stability properties. The
number of iterations required by the corrector can be used to
adjust the step size of the predictor [10]. Loss of stability is
encountered when a multiplier leaves the unit circle. This can
occur in any of the following three ways (Fig. 3).
The methodology of continuation requires at least one solu-
tion of the system equations to be known. A suitably designed
homotopy can be used to find this initial solution [10]. Al-
ternatively, the dynamic equations can be integrated until the
steady state has been reached. For small supply voltages (e.g.,
10 V, the current of the resonance circuit in Fig. 1 has a
periodic attractor. The continuation can thus be initiated with
the set of state variables which result from a sufficiently long
time-domain simulation at 10 V.
A useful byproduct of the continuation procedure is informa-
tion about the stability properties of the established solutions.
In the present case of the above ferroresonant circuit, only peri-
odic steady-state solutions [limit cycle oscillations (LCOs)] are
considered. The stability of an LCO can be assessed from the
corresponding characteristic multipliers or Floquet multipliers.
These multipliers represent a generalization of the eigenvalues
of an equilibrium point, as they describe the local contraction
or expansion rate of phase space near the limit cycle of interest.
Floquet theory is based on the observation that a periodic so-
lution can be represented through a fixed point of an associ-
ated Poincaré map [5], [11]. Consequently, the stability of an
LCO can be determined by assessing the stability of the corre-
sponding fixed point of this Poincaré map. Linearization of the
Poincaré map at the fixed-point results in a linear discrete-time
system which describes the period-to-period evolution of os-
cillations in the vicinity of the LCO. The Floquet multipliers
are now given by the eigenvalues of the Jacobian of this linear
system, the so-called monodromy matrix. Stable characteristic
multipliers, being the eigenvalues of a map, are found inside the
unit circle ; conversely, unstable periodic limit cycles
have at least one characteristic multiplier outside the unit circle.
A fold bifurcation is encountered when a single real eigen-
value of the monodromy matrix crosses the unit circle at
[Fig. 3(a)]. This bifurcation corresponds to the widely studied
jump phenomenon of a ferroresonant circuit [i.e., the sudden
increase (decrease) of the current amplitude when the supply
voltage exceeds (falls below) a particular threshold ].
The second scenario in which the stability of a solution can be
lost is the flip bifurcation or period-doubling bifurcation. This
case is given when a single real eigenvalue crosses the unit circle
at [Fig. 3(b)]. At this branching point, the prevailing solution
branch becomes unstable and a new branch is born. Solutions on
this new branch have twice the period of the previous limit cycle.
In the frequency domain, this corresponds to the occurrence of
a subharmonic at half the previous frequency. The third possible
loss of stability is through a Hopf bifurcation of the periodic so-
lution (generalized Hopf bifurcation or torus bifurcation). This
case is characterized by the crossing over the unit cycle of two
complex conjugated eigenvalues [Fig. 3(c)] and corresponds to
the onset of quasiperiodic oscillations.
III. DYNAMIC ANALYSIS USING XPPAUT
A wide collection of useful numerical algorithms for the ex-
ploration of ordinary differential equations has been made avail-
able through the public domain software XPPAUT [7]. With its
graphical interface to the popular continuation and bifurcation
software AUTO [8], XPPAUT combines the advantages of two
worlds: A set of ordinary differential equation can be integrated
with the phase plane explorer XPP until a steady-state has been
reached; once balanced, the system equations can then be passed
to AUTO for continuation and bifurcation analysis. A conve-
nient text-based interface allows the differential equations to be
entered without the need for tedious low-level programming in
FORTRAN or C. Fig. 4 shows a screenshot of the main window
of XPPAUT with the embedded AUTO in the foreground.
To arrive at an analyticalmodel for the circuit in Fig. 1, the flux-
current linkage has been approximated by an th-order poly-
nomial for the current as a function of the magnetic flux
(1)
Using Kirchhoff’s law, the following set of differential equation
can be derived:
(2)
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Fig. 4. Screenshot of the XPPAUT interface to AUTO.
where
(3)
This nonautonomous system of nonlinear ordinary differential
equations can now be turned into an equivalent autonomous
system through the introduction of the dummy variable
(4)
Substituting the definition of the radian frequency
and rescaling the time variable as yields the following
normalized system of equations. (Please see (5), shown at the
bottom of the page.) Equation (5) forms the basis of the fol-
lowing analysis. Optionally, a set of boundary value conditions
can be defined. These conditions can then be used to solve the
system equations by considering the corresponding boundary
value problem (BVP). Both XPP and AUTO have built-in BVP
solvers based on powerful shooting algorithms [6]. To ensure
-periodicity of the solutions, the following set of boundary
conditions can be used (notice that the normalized time ranges
from 0 to 1 when t varies from 0 to )
(6)
A slightly shortened version of the XPPAUT problem definition
file used in the subsequent analysis of the circuit is given in the
Appendix.
The problem definition file specifies a number of algorithmic
options of XPP and AUTO. Noteworthy is the XPP option total
which fixes the final time of the integration algorithm at
one period ( or ). This parameter is read by AUTO
to determine the period of the solutions to be continued. The
option autovar = phi1 tells AUTO to use on the ordinate of the
bifurcation diagram. The corresponding range is chosen from 0
to Wb.
Upon loading the above problem definition file into XPPAUT,
an initial steady-state solution can be sought. The easiest way
to achieve this is to use the boundary value problem solver of
XPP; the relevant menus can be accessed using the mouse or via
the key-stroke sequence . To improve
the numerical stability of the iterations, the variable can be
reset to 0 every time it reaches or exceeds . This cylindrical
state space is defined using the sequence
, followed by ENTER to accept the default maximum
value of and the choice of as the variable to be restricted.
Once a steady-state solution has been found, AUTO can
be invoked through the key sequence . The
AUTO window appears and should be made the active window.
After having ensured that the ordinate shows the maximum
value of the display variable , the continuation procedure
can be started: , followed by a click on the
OK button, then . As the continuation
proceeds, the small area in the bottom left-hand corner of the
AUTO window displays the evolution of the eigenvalues of the
monodromy matrix. Loss of stability through any of the above
scenarios can thus be directly observed. Notice that one of the
three eigenvalues remains fixed at . This particularity is
inherent to the continuation of periodic solutions. The observed
eigenvalue corresponds to translations of the system states in
the direction of the trajectory of the associated Poincaré map.
Subsequent states, which are found along this direction, exhibit
a fixed distance of ; they are thus neither subject to
compression (Floquet multiplier inside the unit circle) nor to
expansion (Floquet multiplier outside the unit circle).
Upon completion of the continuation step, the trace of a so-
lution branch can be inspected for bifurcations and branching
points. The menu item (G)rab allows navigation on a solution
branch and reveals useful information of the established solu-
tions. Various co-dimension-1 bifurcations such as limit points
(fold bifurcation, denoted by LP), period doubling bifurcations
(PD), and torus bifurcations (TR) can thus be identified with
ease. Branching points at which the stability remains unchanged
are labeled BP. Upon reaching a period doubling bifurcation
(PD), the emerging branch can be continued using
. The direct visual feedback provided makes XP-
PAUT a powerful tool [e.g., convergence problems can easily
(5)
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Fig. 5. Bifurcation diagram of the magnetic flux  with parameter V .
be spotted (and remedied) as the continuation proceeds]. Fig. 5
shows the results of this interactive exploration of the solution
space of the circuit. The bifurcation diagram of the magnetic
flux for varying supply voltage amplitudes is shown.
This graph is the result of a number of continuation runs, tracing
the path of the fundamental periodic solution ( ms or
Hz), as well as of two of the subharmonic oscillations
encountered ( and ).
IV. DISCUSSION
Variation in the supply voltage amplitude can cause the
flux to undergo a number of spontaneous transitions. In a voltage
sweep from 0 to 1000 V, the following observations can be
made: Upon reaching the limit point LP1, the magnetic flux
suddenly jumps from Wb to Wb. Near
400 V, a symmetry breaking bifurcation is observed, followed
by a second jump phenomenon close to 500 V (LP3, cf. Fig. 5).
The loss of symmetry can easily be spotted from a bifurcation
diagram in which both the maximum and minimum of the pe-
riodic solutions are displayed. In AUTO, this can be achieved
through the key sequence . The result is
shown in Fig. 6.
Fig. 7 is an enlargement of the cascade of period doubling bi-
furcations which can be found above 680 V. Upon reaching a pe-
riod doubling bifurcation, the prevailing T-periodic solution be-
comes unstable and is replaced by a solution with . The
continuation of the emerging branch reveals further period dou-
bling bifurcations . The corresponding phase
portraits are of a progressively growing complexity (Fig. 8).
Near 800 V, the period has become infinite and a strange at-
tractor is observed.
The period doubling route to chaos was first studied by M.
J. Feigenbaum, who found that the sequence of bifurcation pa-
rameters obeys a geometric law with a universal constant
[11]. The Feigenbaum constant has been defined as the limit
(7)
Fig. 6. Symmetry breaking bifurcation near 400 V.
Fig. 7. Cascade of period doublings leading to a strange attractor near 800 V.
Fig. 8. Period-8 limit cycle near PD4 (V  799 V).
In practical applications, however, the limit cannot be
taken. Nevertheless, an estimate of the Feigenbaum constant can
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Fig. 9. Bifurcation diagram of the supply current i; onset of chaos near 800 V.
be obtained from a finite sequence . The AUTO analysis
yields the following sequence of bifurcation parameters:
(8)
Using these values, the following two estimates and are
found:
(9)
These results are in good accordance with the Feigenbaum sce-
nario, supporting the hypothesized onset of chaos near 800 V.
Fig. 9 shows the bifurcation diagram of the corresponding
supply current . This graph has been obtained through the
time-domain simulation of the system equations (fourth-order
Runge–Kutta algorithm, voltage increments of 2 V at a rate
of 6 steps/min). The resulting time series is filtered using a
stroboscopic map with the frequency of the supply (50 Hz,
ms). Fifty equidistant samples are taken from the last
fifty periods of the simulated current corresponding to every
voltage step. The onset of chaos through a cascade of period
doublings near 800 V is clearly visible.
V. CONCLUSION
An interactive bifurcation analysis has been presented using
the differential equation analyzer XPPAUT. Summarizing the
principal ideas of pseudo-arc-length continuation and the sta-
bility analysis of periodic solutions, a detailed description is
given of the XPPAUT problem definition file. Suitable boundary
conditions are introduced to facilitate the establishment of an ini-
tial steady-state solution. A step-by-step guide of an interactive
bifurcation analysis is given and the results are discussed. The
observed onset of chaos following a cascade of period doubling
bifurcations is successfully attributed to the Feigenbaum sce-
nario. With its seamless integration of boundary value solvers,
integration algorithms, and the continuation and bifurcation
software AUTO, XPPAUT is shown to be an excellent tool for
the analysis of nonlinear dynamic systems.
APPENDIX






# circuit equations as nonautonomous system of ODE (flux
equations)
# initial conditions, starting angle: “ ”
init
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